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About us

ELCO Wires and Cables Limited has been incepted as a private limited company by shares on 07th  May 2013 with a 
view to producing the best quality electric wires and cables in a dynamic electrical network. It is a quality-focused 
organization that is committed towards providing high grade electrical cables and wires by using best raw materials 
from primary manufacturers ensuring perfect quality. The range of its products covers all cables & wires generally 
used in electrical network. Our products are duly marked with ELCO Cables embossed/printed which is a mark of 
quality. The company looks forward to becoming a leading manufacturer of PVC/ XLPE Insulated Low Voltage Cables,  
Medium Voltage Cables, FR/ FRLS Cables, Telecommunications & Instrumentation Cables.

Quality, Safety and Reliability have always been ELCO’s main strength. All its products are in compliance with the 
highest quality of standards. The products are fabricated by using quality raw materials. The company strives hard to 
achieve the excellence and customer satisfaction to the fullest. 

Our entire range of products is appreciated for its several features, such as durability, superior performance and 
ability to withstand temperature variations. In addition to our strengths in advanced technology and manufacturing 
process, ELCO Cables is also competitive in such areas as distribution and logistics, sales and customer service. This 
combination enables us to better serve our customers as they expand into new geographic markets.

Equipped with advanced machineries and state-of-the-art technology, our products ensure high quality engineering 
solutions. ELCO Cables has skilled team of professionals, who are dedicated to improve the quality and reduce the 
entire production cost to satisfy the growing demands of our valued clients. Our team understands the clients’ 
requirements and delivers the products accordingly.

Our Core Values

Quality:
We are dedicated to the delivery of quality 
products which are designed and manufactured 
to the highest international standards. Quality of 
our products are monitored at every stage of 
production: Selection or procurement of raw 
materials → On-line or in-process quality check → 
Complete testing of the finished products before 
delivery.
We also offer our customers pre-delivery testing 
and inspection facility at our testing laboratory.

Customer Relations:
We aim to build long term relationship with our 
customers through provision of quality products 
and excellent services. Our business development 
and sales teams closely work with the customers 
to understand their product requirements and 
assist them in selection of the right product.

Performance with Integrity:
We pursue the highest ethical standards and 
strive for continuous improvement in our 
performance.

Innovation:
We recognize that innovation is the key to 
improving and sustaining ELCO Wires and Cables’ 
growth and profitability. Our R&D team 
continuously strives to develop most innovative 
and safe products for the customers. 

Team work:
We understand that to be a successful company, 
we must work together as a team.



Size of Cable MRP (BDT)/ 100 meter
(Including VAT)

Type  : BYA-FRLS Skin coated
Description : FRLS-PVC (Skin coated) Insulated,
    Non-sheathed Single Core Cable
Rated Voltage : 450/750 Volt
Standard : BS 6004, BDS 900

Type  : BYA-FR
Description : FR-PVC Insulated, Non-sheathed 
    Single Core Cable
Rated Voltage : 450/750 Volt
Standard : BS 6004, BDS 900

1x0.5 Re (1-w)
1x0.75 Re (1-w)
1x0.75 Rm (3-w)
1x1.0 Re (1-w)
1x1.0 Rm (3-w)
1x1.3 Rm (3-w)
1x1.5 Re (1-w)
1x1.5 Rm (3-w)
1x1.5 Rm (7-w)
1x2.0 Rm (3-w)
1x2.5 Re (1-w)
1x2.5 Rm (7-w)
1x3.0 Rm (7-w)
1x4.0 Rm (7-w)
1x4.5 Rm (7-w)
1x6.0 Rm (7-w)
1x7.0 Rm (7-w)
1x9.5 Rm (7-w)
1x10 Rm (7-w)
1x14.5 Rm (7-w)
1x16 Rm (7-w)
1x16 Rm (19-w)
1x25 Rm (7-w)
1x25 Rm (19-w)

1x0.5 Re (1-w)
1x0.75 Re (1-w)
1x0.75 Rm (3-w)
1x1.0 Re (1-w)
1x1.0 Rm (3-w)
1x1.3 Rm (3-w)
1x1.5 Re (1-w)
1x1.5 Rm (3-w)
1x1.5 Rm (7-w)
1x2.0 Rm (3-w)
1x2.5 Re (1-w)
1x2.5 Rm (7-w)
1x3.0 Rm (7-w)
1x4.0 Rm (7-w)
1x4.5 Rm (7-w)

1,265 
1,751 
1,815 
2,229 
2,314 
2,918 
3,234 
3,333 
3,346 

 4,428 
 5,268 
5,338 

 6,430 
8,312 
9,468 

12,412 
14,327 

 19,544 
20,423 
29,408 
32,241 
32,369 

 47,427 
47,582 

1,277 
1,768 
1,833 

 2,253 
2,337 
2,945 
3,265 
3,366 
3,380 
4,472 

 5,321 
5,389 
6,493 

 8,394 
 9,562 

Type  : BYA-FR Skin coated
Description : FR-PVC (Skin coated) Insulated,
    Non-sheathed Single Core Cable
Rated Voltage : 450/750 Volt
Standard : BS 6004, BDS 900

Size of Cable MRP (BDT)/ 100 meter
(Including VAT)

Size of Cable MRP (BDT)/ 100 meter
(Including VAT)

1x6.0 Rm (7-w)
1x7.0 Rm (7-w)
1x9.5 Rm (7-w)
1x10 Rm (7-w)
1x14.5 Rm (7-w)
1x16 Rm (7-w)
1x16 Rm (19-w)
1x25 Rm (7-w)
1x25 Rm (19-w)

12,538 
14,470 
19,740 
20,626

29,703 
 32,565 
 32,695 
 47,901 
 48,060 

Size of Cable MRP (BDT)/ 100 meter
(Including VAT)

Type  : F/T-FR Skin Coated
Description : PVC Insulated & FR-PVC Sheathed 
    Flat Twin (F/T) Flexible Cable
Rated Voltage : 300/500 Volt
Standard : BS 6500, BDS 899

Size of Cable

1x35 Rm (19-w)
1x50 Rm (19-w)
1x70 Rm (19-w)
1x95 Rm (19-w)
1x120 Rm (37-w)
1x150 Rm (37-w)
1x185 Rm (37-w)
1x240 Rm (61-w)
1x300 Rm (61-w)
1x400 Rm (61-w)
1x500 Rm (61-w)
1x630 Rm (61-w)

65,530
93,438

130,296
175,350
220,459
275,684
339,830
442,356
550,230
733,235
914,640

1,155,620

2 x 0.4 Rm (14/0.0076”)
2 x 0.65 Rm (23/0.0076”)

2 x 0.4 Rm (14/0.0076”)
2 x 0.65 Rm (23/0.0076”)
2 x 1.2 Rm (40/0.0076”)

3,345
4,572

2,201
3,341
5,399

Type  : T/T-FR Skin Coated
Description : FR-PVC Insulated Twisted Twin 
    (T/T) Flexible Cable
Rated Voltage : 300/500 Volt
Standard : BS 6500, BDS 899

Size of Cable

MRP (BDT)/ 100 meter
(Including VAT)

MRP (BDT)/ 100 meter
(Including VAT)
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1,127 
1,339 
1,666 
1,839 
2,372 
2,734 
3,462 
4,614 

 5,596 
7,198 
8,660 

1x0.4 Rm (14/.0076")
1x0.5 Rm (16/0.2mm)
1x0.65 Rm (23/.0076")
1x0.75 Rm (24/0.2mm)
1x1.0 Rm (32/0.2 mm)
1x1.2 Rm (40/0.0076")
1x1.5 Rm (30/0.25mm)
1x2.0 Rm (70/0.0076")
1x2.5 Rm (50/0.25mm)
1x3.0 Rm (110/.0076")
1x4.0 Rm (56/0.3mm)

3,201 
3,602 

 4,770 
 5,838 
7,521 
8,917 

10,904 
13,059 

 16,338 
 21,879 
 31,525 
 34,242 

1x1.3 Rm 
1x1.5 Rm
1x2.0 Rm
1x2.5 Rm
1x3.0 Rm
1x4.0 Rm
1x4.5 Rm
1x6.0 Rm
1x7.0 Rm
1x10 Rm
1x14.5 Rm
1x16 Rm

4,045 
4,467 
5,890 
6,311 
7,633 
8,584 

10,137 
13,538 
15,891 

2x0.4 Rm (14/0.0076")
2x0.5 Rm (16/0.2mm)
2x0.65 Rm (23/0.0076")
2x0.75 Rm (24/0.2mm)
2x1.0 Rm (32/0.2mm)
2x1.2 Rm (40/0.0076")
2x1.5 Rm (30/0.25mm)
2x2.0 Rm (70/0.0076")
2x2.5 Rm (50/0.25mm)

Type  : Flexible - FR Skin Coated
Description : FR-PVC Insulated, Non-sheathed 
    Single Core Flexible Cable
Rated Voltage : 300/500 Volt
Standard : BS 6004, BDS 899

Size of Cable MRP (BDT)/ 100 meter
(Including VAT)

Type  : Flexible FRLS Skin Coated
Description : FRLS-PVC Insulated, Non-sheathed 
    Single Core Flexible Cable
Rated Voltage : 300/500 Volt
Standard : BS 6004, BDS 899

Size of Cable MRP (BDT)/ 100 meter
(Including VAT)

Type  : Flexible FR Skin Coated
Description : PVC Insulated, FR-PVC Sheathed 
    Multi Core Flexible Cable
Rated Voltage : 300/500 Volt
Standard : BS 6500, BDS 899

Size of Cable MRP (BDT)/ 100 meter
(Including VAT)

19,917 
23,727 

5,403 
6,051 

 7,381 
8,095 

 9,842 
11,548 
13,867 

 19,141 
 22,194 
 27,683 
33,305 
 6,672 
 7,549 
 9,202 

 10,153 
12,644 
15,019 

 18,160 
24,685 

 28,345 
35,867 
42,885 

1,576 
 3,088 

2x3.0 Rm (110/.0076")
2x4.0 Rm (56/0.3mm)
3x0.4 Rm (14/.0076")
3x0.5 Rm (16/0.2mm)
3x0.65 Rm (23/.0076")
3x0.75 Rm (24/0.2mm)
3x1.0 Rm (32/0.2mm)
3x1.2 Rm (40/.0076")
3x1.5 Rm (30/0.25mm)
3x2.0 Rm (70/0.0076")
3x2.5 Rm (50/0.25mm)
3x3.0 Rm (110/.0076")
3x4.0 Rm (56/0.3mm)
4x0.4 Rm (14/.0076")
4x0.5 Rm (16/0.2mm)
4x0.65 Rm (23/.0076")
4x0.75 Rm (24/0.2mm)
4x1.0 Rm (32/0.2mm)
4x1.2 Rm (40/.0076")
4x1.5 Rm (30/0.25mm)
4x2.0 Rm (70/.0076")
4x2.5 Rm (50/0.25mm)
4x3.0 Rm (110/.0076")
4x4.0 Rm (56/0.3mm)

2x0.6 mm
2x0.9 mm

Size of Cable MRP (BDT)/ 100 meter
(Including VAT)

Type  : Drop Wire
Description : PE Insulated Flat 
    Twin Core Telephone Cable

Size of Cable

 5,488 
6,584 
8,640 

 7,661 
13,023

4/C-FR
5/C-FR
6/C-FR
RG-6 (FR)
RG-11 (FR)

Type  : Co-axial Cable-FR
Description : PE Insulated, FR-PVC Sheathed 
    Communication Cable

Size of Cable

CAT-5 (FR)
CAT-6 (FR)

Type  : LAN Cable-FR
Description : PE Insulated, FR-PVC Sheathed 
    4 Pair UTP Cable

Size of Cable MRP (BDT)/ 305 meter
(Including VAT)

MRP (BDT)/ 100 meter
(Including VAT)

MRP (BDT)/ 100 meter
(Including VAT)

 13,470 
19,876 

PAGE 02



Type  : BYM-FR Skin Coated
Description : PVC Insulated & FR-PVC Sheathed 
    Single/ Multi Core Cable
Rated Voltage : 300/500 Volt
Standard : BS 6004, BDS 900

Type  : BYFY-FR Skin Coated
Description : PVC Insulated & FR-PVC Sheathed 
    Two/ Three Core Flat Cable
Rated Voltage : 300/500 Volt
Standard : BS 6004, BDS 900

Size of Cable MRP (BDT)/ 100 meter
(Including VAT)

Size of Cable MRP (BDT)/ 100 meter
(Including VAT)

4x1.0 Re (1-w)
4x1.5 Re (1-w)
4x1.5 Rm (7-w)
4x2.5 Re (1-w)
4x2.5 Rm (7-w)
4x4 Rm (7-w)
4x6 Rm (7-w)
4x10 Rm (7-w)
4x16 Rm (7-w)
4x25 Rm (7-w)
4x25 Rm (19-w)
4x35 Sm (19-w)

13,798 
18,765 
19,373 

 27,977 
 29,009 
42,798 
60,813 

 96,080 
 147,672 
 229,584 
 230,852 
305,694 

Size of Cable MRP (BDT)/ 100 meter
(Including VAT)

2x1.0 Re (1-w)
2x1.0 Rm (3-w)
2x1.3 Rm (3-w)
2x1.5 Re (1-w)
2x1.5 Rm (7-w)
2x2.0 Rm (3-w)
2x2.5 Re (1-w)
2x2.5 Rm (7-w)
2x3.0 Rm (7-w)
2x4.0 Rm (7-w)
2x4.5 Rm (7-w)
2x6.0 Rm (7-w)
2x7.0 Rm (7-w)
2x9.5 Rm (7-w)
2x10 Rm (7-w)
2x14.5 Rm (7-w)
2x16.0 Rm (7-w)
3x1.0 Re (1-w)
3x1.0 Rm (3-w)
3x1.5 Re (1-w)
3x1.5 Rm (7-w)
3x2.5 Re (1-w)
3x2.5 Rm (7-w)
3x4.0 Rm (7-w)
3x6.0 Rm (7-w)
3x10 Rm (7-w)
3x16.0 Rm (7-w)

6,110 
6,230
7,761 
8,632 
8,802

11,705 
13,628 
13,897
16,094 

 20,564 
 23,468 
 29,604 
 33,558 
 46,067 
 48,077 
 67,093 
 72,893 

8,844 
9,018

 12,781 
13,034
19,951 
20,346

 30,781 
 44,192 
 71,722 

109,931 

1x1.0 Re (1-w)
1x1.3 Rm (3-w)
1x1.5 Re (1-w)
1x1.5 Rm (7-w)
1x2.0 Rm (3-w)
1x2.5 Re (1-w)
1x2.5 Rm (7-w)
1x3.0 Rm (7-w)
1x4 Rm (7-w)
1x4.5 Rm (7-w)
1x6 Rm (7-w)
1X7 Rm (7-w)
1X9.5 Rm (7-w)
1X10 Rm (7-w)
1X14.5 Rm (7-w)
1X16 Rm (7-w)
1X16 Rm (19-w)
1X25 Rm (7-w)
1X25 Rm (19-w)
1X35 Rm (19-w)
1X50 Rm (19-w)
1X70 Rm (19-w)
1X95 Rm (19-w)
2x1.0 Re (1-w)
2x1.5 Re (1-w)
2x1.5 Rm (7-w)
2x2.5 Re (1-w)
2x2.5 Rm (7-w)
2x4 Rm (7-w)
2x6 Rm (7-w)
2x10 Rm (7-w)
2x16 Rm (7-w)
2x25 Rm (7-w)
2x35 Rm (19-w)
3x1.0 Re (1-w)
3x1.5 Re (1-w)
3x1.5 Rm (7-w)
3x2.5 Re (1-w)
3x2.5 Rm (7-w)
3x4 Rm (7-w)
3x6 Rm (7-w)
3x10 Rm (7-w)
3x16 Rm (7-w)
3x25 Rm (7-w)
3x35 Sm (19-w)

2,885 
 3,803 
4,048 
4,179 

 5,359 
6,156 
6,307 

 7,549 
 9,435 

10,598 
13,599 

 15,330 
21,022 
21,910 
31,190 
34,382 
34,627 
53,017 

 53,290 
 72,810 

 103,331 
 142,670 
 190,027 

 8,639 
 11,242 
12,226 
15,641 

 16,289 
 22,884 
 31,326 
51,031 
75,741 

125,991 
169,645 
 10,721 
 14,821 
15,619 

 22,235 
24,573 

 34,356 
47,863 

 75,006 
114,043 
176,019 

 224,992 
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 5,882 
 6,061 
 8,182 
 8,412 

 11,811 
 16,465 
 24,396 
 36,536 
36,889  

 55,586 
 55,916 
 74,845 

 105,542 
 145,291 
 194,175 
 242,585 
 302,175 
 372,508 
 482,446 
 598,964 
 796,420 
 993,002 

 1,250,527 
 12,974 
 15,231 
 15,863 
 20,994 
 21,433 
 29,755 
 40,041 
 59,204 
 85,613 
 86,151 

 130,679 
 131,627 
 175,088 

 15,083 
 18,598 
 19,234 
 25,921 
 26,808 
 38,367 
 52,080 
 78,419 

 118,640 
 119,416 
 180,895 
 181,361 

1x1.5 Re (1-w)
1x1.5 Rm (7-w)
1x2.5 Re (1-w)
1x2.5 Rm (7-w)
1x4.0 Rm (7-w)
1x6.0 Rm (7-w)
1x10 Rm (7-w)
1x16 Rm (7-w)
1x16 Rm (19-w)
1x25 Rm (7-w)
1x25 Rm (19-w)
1x35 Rm (19-w)
1x50 Rm (19-w)
1x70 Rm (19-w)
1x95 Rm (19-w)
1x120 Rm (37-w)
1x150 Rm (37-w)
1x185 Rm (37-w)
1x240 Rm (61-w)
1x300 Rm (61-w)
1x400 Rm (61-w)
1x500 Rm (61-w)
1x630 Rm (61-w)
2x1.0 Re (1-w)
2x1.5 Re (1-w)
2x1.5 Rm (7-w)
2x2.5 Re (1-w)
2x2.5 Rm (7-w)
2x4 Rm (7-w)
2x6 Rm (7-w)
2x10 Rm (7-w)
2x16 Rm (7-w)
2x16 Rm (19-w)
2x25 Rm (7-w)
2x25 Rm (19-w)
2x35 Rm (19-w)
3x1.0 Re (1-w)
3x1.5 Re (1-w)
3X1.5 Rm (7-w)
3x2.5 Re (1-w)
3x2.5 Rm (7-w)
3x4 Rm (7-w)
3x6 Rm (7-w)
3x10 Rm (7-w)
3x16 Rm (7-w)
3x16 Rm (19-w)
3x25 Rm (7-w)
3x25 Rm (19-w)

 224,610 
 318,130 
 437,851 
 589,663 
 736,636 
 916,576 

 1,134,234 
 1,466,416 
 1,827,619 
 2,428,800 

 219,567 
 267,972 
 378,776 
 531,300 
 720,706 
 904,580 

 1,079,813 
 1,345,191 
 1,740,669 
 2,165,065 

 19,471 
 23,961 
 24,374 
 33,796 
 35,622 
 49,809 
 69,385 

 104,558 
 157,211 
 158,514 
 240,753 
 241,567 
 305,981 
 428,030 
 589,722 
 798,258 
 988,184 

 1,234,991 
 1,517,713 
 1,979,219 
 2,448,603 

3x35 Sm (19-w)
3x50 Sm (19-w)
3x70 Sm (19-w)
3x95 Sm (19-w)
3x120 Sm (37-w)
3x150 Sm (37-w)
3x185 Sm (37-w)
3x240 Sm (61-w)
3x300 Sm (61-w)
3x400 Sm (61-w)
3x25 Rm / 1x16 Rm
3x35 Sm / 1x16 Rm
3x50 Sm / 1x25 Rm
3x70 Sm / 1x35 Rm
3x95 Sm / 1x50 Rm
3x120 Sm / 1x70 Rm
3x150 Sm / 1x70 Rm
3x185 Sm / 1x95 Rm
3x240 Sm / 1x120 Rm
3x300 Sm / 1x150 Rm
4x1.0 Re (1-w)
4x1.5 Re (1-w)
4x1.5 Rm (7-w)
4x2.5 Re (1-w)
4X2.5 Rm (7-w)
4x4 Rm (7-w)
4x6 Rm (7-w)
4x10 Rm (7-w)
4x16 Rm (7-w)
4x16 Rm (19-w)
4x25 Rm (7-w)
4x25 Rm (19-w)
4x35 Sm (19-w)
4x50 Sm (19-w)
4x70 Sm (19-w)
4x95 Sm (19-w)
4x120 Sm (37-w)
4x150 Sm (37-w)
4x185 Sm (37-w)
4x240 Sm (61-w)
4x300 Sm (61-w)

Type  : NYY-FR
Description : PVC Insulated, FR-PVC Sheathed 
    Single/ Multi Core Cable
Rated Voltage : 600/ 1000 Volt
Standard : VDE 0271/3.69, IEC 60502-1

Type  : NYRaY-FR
Description : PVC Insulated, FR-PVC Sheathed
    Single Core Armoured Cable
Rated Voltage : 600/ 1000 Volt
Standard : VDE 0271/3.69, IEC 60502-1

Size of Cable

Size of Cable

 658,812 
 1,345,960 

1x300 Rm (61-w)
1x630 Rm (61-w)

Size of Cable

MRP (BDT)/ 100 meter
(Including VAT)

MRP (BDT)/ 100 meter
(Including VAT)

MRP (BDT)/ 100 meter
(Including VAT)
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Size of Cable

Type  : NYRGbY-FR
Description : PVC Insulated, FR-PVC Sheathed, Round
    steel wire Armored Multi Core Cable
Rated Voltage : 600/1000 Volt
Standard : VDE 0271/3.69, IEC 60502-1

Size of Cable

Size of Cable

4x16 Rm (7-w)
4x25Rm (7-w)
4x35 Sm (19-w)
4x50 Sm (19-w)
4x70 Sm (19-w)
4x95 Sm (19-w)
4x120  Sm (37-w)
4x150 Sm (37-w)
4x185 Sm (37-w)
4x240 Sm (61-w)
4x300 Sm (61-w)

 39,974 
 52,291 
 65,228 
 86,722 
 36,938 
 38,330 
 47,058 
 48,714 
 64,037 
 80,753 

 106,513 
 42,810 
 44,402 
 55,154 
 56,879 
 74,307 
 95,801 

2x2.5 Re (1-w)
2x4 Rm (7-w)
2x6 Rm (7-w)
2x10 Rm (7-w)
3x1.5 Re (1-w)
3x1.5 Rm (7-w)
3x2.5 Re (1-w)
3x2.5 Rm (7-w)
3x4 Rm (7-w)
3x6 Rm (7-w)
3x10 Rm (7-w)
4x1.5 Re (1-w)
4X1.5 Rm (7-w)
4x2.5 Re (1-w)
4X2.5 Rm (7-w)
4x4 Rm (7-w)
4x6 Rm (7-w)

 2,266 
 3,689 
 5,471 
 7,855 
 9,213 

 11,101 
 12,590 
 14,061 
 17,571 
 25,142 
 33,175 
 40,475 
 47,933 
 62,026 
 75,945 

 144,902 

1  Pair (0.6 mm)
2  Pair (0.6 mm)
3  Pair (0.6 mm)
4  Pair (0.6 mm)
5  Pair (0.6 mm)
6  Pair (0.6 mm)
7  Pair (0.6 mm)
8  Pair (0.6 mm)
10  Pair (0.6 mm)
15  Pair (0.6 mm)
20  Pair (0.6 mm)
25  Pair (0.6 mm)
30  Pair (0.6 mm)
40  Pair (0.6 mm)
50  Pair (0.6 mm)
100  Pair (0.6 mm)

Type  : Telephone Cable-FR
Description : PE Insulated, FR-PVC Sheathed
    Multi Pair Telecommunication Cable

Size of Cable

 59,611 
 81,229 

 112,942 
 156,512 
 209,692 
 262,430 

1x25 Rm
1x35 Rm
1x50 Rm
1x70 Rm
1x95 Rm
1x120 Rm

Type  : Welding Cable-FR
Description : PVC Tape wrapped, FR-PVC 
    Sheathed Single Core Flexible Cable

Size of Cable

2x16 Rm (7-w)
2x25 Rm (7-w)
2x35 Rm (19-w)
3x16Rm (7-w)
3x25Rm (7-w)
3x25Rm (19-w)
3x35 Sm (19-w)
3x50 Sm (19-w)
3x70 Sm (19-w)
3x95 Sm (19-w)
3x120 Sm (37-w)
3x150 Sm (37-w)
3x185 Sm (37-w)
3x240 Sm (61-w)
3x300 Sm (61-w)
3x400 Sm (61-w)
3x25 Rm / 1x16 Rm
3x35 Sm / 1x16 Rm
3x50 Sm / 1x25 Rm
3x70 Sm / 1x35 Rm

Type  : NYFGbY-FR
Description : PVC Insulated, FR-PVC Sheathed, 
    Steel Strip Armored Multi Core Cable
Rated Voltage : 600/1000 Volt
Standard : VDE 0271/3.69, IEC 60502-1

3x95 Sm / 1x50 Rm
3x120  Sm / 1x70 Rm
3x150  Sm / 1x70 Rm
3x185  Sm / 1x95 Rm
3x240  Sm / 1x120 Rm
3x300  Sm / 1x150 Rm
3x400  Sm / 1x185 Rm

 114,356 
 169,637 
 217,960 
 152,559 
 223,192 
 225,550 
 266,202 
 362,469 
 489,935 
 652,637 
 811,624 

 1,000,742 
 1,230,972 
 1,579,502 
 1,957,001 
 2,581,865 

 260,590 
 308,568 
 425,293 
 583,062 

MRP (BDT)/ 100 meter
(Including VAT)

MRP (BDT)/ 100 meter
(Including VAT)

MRP (BDT)/ 100 meter
(Including VAT)

MRP (BDT)/ 100 meter
(Including VAT)

MRP (BDT)/ 100 meter
(Including VAT)
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4x10 Rm (7-w)  134,090 
 191,774 
 281,336 
 344,586 
 472,892 
 650,061 
 858,682 

 1,062,600 
 1,330,654 
 1,632,506 
 2,125,235 
 2,604,635 

 776,204 
 977,178 

 1,171,632 
 1,458,085 
 1,863,851 
 2,304,405 
 3,023,281 



Type  : 2xY-FR
Description : XLPE Insulated, FR-PVC Sheathed
    Single/ Multi Core Cable
Rated Voltage : 600/1000 Volt
Standard : IEC 60502-1

Size of Cable

 6,060 
 6,243 
 8,429 
 8,665 

 12,164 
 16,958 
 25,125 
 37,629 
 37,994 
 57,249 
 57,589 
 77,086 

 108,700 
 149,647 
 199,998 
 249,860 
 311,233 
 383,666 
 496,901 
 616,896 
 820,276 

 1,022,756 
 1,288,044 

 15,687 
 16,339 
 21,624 
 22,075 
 30,646 
 41,241 
 60,980 
 88,181 
 88,736 

 134,597 
 135,572 
 180,338 

 19,155 
 19,810 
 26,700 
 27,612 
 39,510 
 53,635 
 80,755 

 122,186 
 122,986 
 186,314 

1x1.5 Re (1-w)
1x1.5 Rm (7-w)
1x2.5 Re (1-w)
1x2.5 Rm (7-w)
1x4.0 Rm (7-w)
1x6.0 Rm (7-w)
1x10 Rm (7-w)
1x16 Rm (7-w)
1x16 Rm (19-w)
1x25 Rm (7-w)
1x25 Rm (19-w)
1x35 Rm (19-w)
1x50 Rm (19-w)
1x70 Rm (19-w)
1x95 Rm (19-w)
1x120 Rm (37-w)
1x150 Rm (37-w)
1x185 Rm (37-w)
1x240 Rm (61-w)
1x300 Rm (61-w)
1x400 Rm (61-w)
1x500 Rm (61-w)
1x630 Rm (61-w)
2x1.5 Re (1-w)
2x1.5 Rm (7-w)
2x2.5 Re (1-w)
2x2.5 Rm (7-w)
2x4 Rm (7-w)
2x6 Rm (7-w)
2x10 Rm (7-w)
2x16 Rm (7-w)
2x16 Rm (19-w)
2x25 Rm (7-w)
2x25 Rm (19-w)
2x35 Rm (19-w)
3X1.5 Re (1-w)
3X1.5 Rm (7-w)
3x2.5 Re (1-w)
3x2.5Rm (7-w)
3x4 Rm (7-w)
3x6 Rm (7-w)
3x10 Rm (7-w)
3x16 Rm (7-w)
3x16 Rm (19-w)
3x25 Rm (7-w)

Size of Cable MRP (BDT)/ 100 meter
(Including VAT)

MRP (BDT)/ 100 meter
(Including VAT)

 186,794 
 231,332 
 327,655 
 450,970 
 607,334 
 758,728 
 944,064 

 1,168,248 
 1,510,396 
 1,882,447 
 2,501,629 

 226,147 
 276,026 
 390,160 
 547,258 
 742,343 
 931,703 

 1,112,214 
 1,385,524 
 1,792,878 
 2,250,601 

 24,676 
 25,101 
 34,806 
 36,689 
 51,298 
 71,460 

 107,687 
 161,923 
 163,262 
 247,964 
 248,796 
 315,145 
 440,856 
 607,397 
 822,189 

 1,017,811 
 1,272,085 
 1,563,279 
 2,038,614 
 2,522,082 

3x25 Rm (19-w)
3x35 Sm (19-w)
3x50 Sm (19-w)
3x70 Sm (19-w)
3x95 Sm (19-w)
3x120 Sm (37-w)
3x150 Sm (37-w)
3x185 Sm (37-w)
3x240 Sm (61-w)
3x300 Sm (61-w)
3x400 Sm (61-w)
3x25 Rm / 1x16 Rm
3x35 Sm / 1x16 Rm
3x50 Sm / 1x25 Rm
3x70 Sm / 1x35 Rm
3x95 Sm / 1x50 Rm
3x120 Sm / 1x70 Rm
3x150 Sm / 1x70 Rm
3x185 Sm / 1x95 Rm
3x240 Sm / 1x120 Rm
3x300 Sm / 1x150 Rm
4x1.5 Re (1-w)
4X1.5 Rm (7-w)
4x2.5 Re (1-w)
4X2.5 Rm (7-w)
4x4 Rm (7-w)
4x6 Rm (7-w)
4x10 Rm (7-w)
4x16 Rm (7-w)
4x16 Rm (19-w)
4x25 Rm (7-w)
4x25 Rm (19-w)
4x35 Sm (19-w)
4x50 Sm (19-w)
4x70 Sm (19-w)
4x95 Sm (19-w)
4x120 Sm (37-w)
4x150 Sm (37-w)
4x185 Sm (37-w)
4x240 Sm (61-w)
4x300 Sm (61-w)
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Type  : Aerial Cable
Description : Pre-assembled XLPE Insulated Aluminium
    Conductor with ACSR Messenger wire

Size of Cable

D-11 (Phase)
D-11 (Messenger)
D-11 (Duplex)

D-12 (Phase)

D-12 (Messenger)

D-12 (Duplex)

Type  : 2xSEYFGY-FR
Description : XLPE Insulated, FR-PVC Sheathed
    Three Core Armoured 11 KV Cable
Rated Voltage : 6/10 (12) KV
Standard : IEC 60502-2

Type  : NYY-1 (FR)
Description : PVC Insulated, FR-PVC Sheathed
    Multi Core Control Cable
Rated Voltage : 600/1000 Volt
Standard : VDE 0271/3.69, IEC 60502-1

Type  : BAYA-FR Skin Coated
Description : FR-PVC (Skin coated) Insulated,
    Non-sheathed Single Core Aluminium Cable
Rated Voltage : 450/750 Volt
Standard : BS 6004, BDS 900

 378,898 
 459,208 
 563,698 
 719,337 
 907,005 

 1,078,033 
 1,280,638 
 1,523,670 
 1,914,497 

3x25 Rm - 11 KV
3x35 Rm - 11 KV
3x50 Rm - 11 KV
3x70 Rm - 11 KV
3x95 Rm - 11 KV
3x120 Rm - 11 KV
3x150 Rm - 11 KV
3x185 Rm - 11 KV
3x240 Rm - 11 KV

 152,492 
 187,717 

 55,525 
 73,515 
 87,440 

 103,583 
 123,351 

24x2.5 Re (1-w)
30x2.5 Re (1-w)
5x4 Rm (7-w)
7x4 Rm (7-w)
8x4 Rm (7-w)
10x4 Rm (7-w)
12x4 Rm (7-w)

 24,443 
 24,970 
 28,805 
 31,436 
 32,370 
 37,154 
 38,459 
 43,769 
 44,973 
 51,664 
 67,088 
 77,672 
 80,816 
 81,997 
 85,420 
 97,047 

 111,943 
 116,755 
 120,009 
 128,124 
 131,698 
 142,566 
 149,374 
 156,935 

 36,753 
 48,174 
 57,040 
 67,335 
 78,919 
 80,797 

 102,800 
 134,016 

5x1.5 Re (1-w)
5x1.5 Rm (7-w)
6x1.5 Re (1-w)
7x1.5 Re (1-w)
7x1.5 Rm (7-w)
8x1.5 Re (1-w)
8x1.5 Rm (7-w)
10x1.5 Re (1-w)
10x1.5 Rm (7-w)
12x1.5 Re (1-w)
16x1.5 Re (1-w)
19x1.5 Re (1-w)
19x1.5 Rm (7-w)
20x1.5 Re (1-w)
21x1.5 Re (1-w)
24x1.5 Re (1-w)
27x1.5 Rm (7-w)
29x1.5 Re (1-w)
30x1.5 Re (1-w)
32x1.5 Re (1-w)
33x1.5 Re (1-w)
36x1.5 Re (1-w)
37x1.5 Rm (7-w)
40x1.5 Re (1-w)
5x2.5 Re (1-w)
7x2.5 Re (1-w)
8x2.5 Re (1-w)
10x2.5 Re (1-w)
12x2.5 Re (1-w)
12x2.5 Rm (7-w)
16x2.5 Re (1-w)
21x2.5 Re (1-w)

Size of Cable

Size of Cable

Size of Cable

 664 
 999 

 1,221 
 1,662 
 2,516 
 3,141 
 4,487 

1x1.3 Rm (3-w)
1x2.0 Rm (3-w)
1x3.0 Rm (7-w)
1x4.5 Rm (7-w)
1x7.0 Rm (7-w)
1x9.5 Rm (7-w)
1x14.5 Rm (7-w)

Size of Cable

 5,356 
 6,720 
 8,442 

Type  : BAYFY-FR Skin Coated
Description : PVC Insulated & FR-PVC Sheathed 
    Two Core Flat Aluminium Cable
Rated Voltage : 300/500 Volt
Standard : BS 6004, BDS 900

Size of Cable

2x3.0 Rm (7-w)
2x4.5 Rm (7-w)
2x7.0 Rm (7-w)

MRP (BDT)/ 100 meter
(Including VAT)

MRP (BDT)/ 100 meter
(Including VAT)

MRP (BDT)/ 100 meter
(Including VAT)

MRP (BDT)/ 100 meter
(Including VAT)

MRP (BDT)/ 100 meter
(Including VAT)

MRP (BDT)/ 100 meter
(Including VAT)
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 3,569 

 2,880 

 6,622 

 6,050 

 5,566 

 12,221 



core  x  mm2 ohm/km ohm/km amps amps amps amps

CU Al CU Al CU Al

ELECTRICAL DATA:
BYA-FR Skin Coated

Nominal
Cross

Sectional
Area

Max. D.C Resistance
of conductor at 20°C 

Current rating
at 35°C in

conduit

Current
rating at 35°C

in air

1 x 0.5 re
1 x 0.75 re
1 x 1.0 re
1 x 1.0 rm
1 x 1.3 rm
1 x 1.5 rm
1 x 2.0 rm
1 x 2.5 rm
1 x 3.0 rm
1 x 4.0 rm
1 x 4.5 rm
1 x 6.0 rm
1 x 7.0 rm
1 x 9.5 rm
1 x 10 rm
1 x 14.5 rm
1 x 16 rm
1 x 25 rm
1 x 35 rm
1 x 50 rm
1 x 70 rm
1  x 95 rm
1 x 120 rm
1 x 150 rm
1 x 185 rm
1 x 240 rm
1 x 300 rm
1 x 400 rm
1 x 500 rm
1 x 630 rm

36
24.5
18.1
18.1

14.03
12.1
9.11
7.41
5.99
4.61
3.89
3.08
2.61
1.86
1.83
1.23
1.15

0.727
0.524
0.387
0.268
0.193
0.153
0.124

0.0991
0.0754
0.0601
0.047

0.0366
0.0283

-
-
-
-

22.95
18.1

15.18
12.1
9.84
7.41
6.51
4.61
4.29
3.09
3.08
2.03
1.91
1.2

0.868
0.641
0.443
0.32

0.253
0.206
0.164
0.125
0.100

0.0778
0.0605
0.0469

8
10
13
13
15
16
20
22
26
30
32
38
42
50
52
65
70
91

112
136
173
216
244

-
-
-
-
-
-
-

-
-
-
-

10
11
13
15
17
20
21
25
27
32
34
40
45
60
73
88

112
140
158

-
-
-
-
-
-
-

11
13
16
16
19
20
25
28
31
37
39
47
51
61
63
79
85

110
136
164
207
253
291
333
381
452
526
639
752
855

-
-
-
-

12
13
15
18
20
24
25
31
33
39
41
50
55
72
88

107
137
165
188
217
248
295
342
416
489
556

core  x  mm2 ohm/km amps

In
conduit In air

amps

F/T-FR Skin Coated

Nominal Cross
Sectional

Area

Max. D.C Resistance
of conductor at 20°C 

Current rating
at 35°C in

conduit

2  x  0.4 rm 
2  x  0.65 rm

47.33
28.79

3
5

4
6 core  x  mm2 ohm/km amps

In
conduit In air

amps

T/T-FR Skin Coated

Nominal Cross
Sectional

Area

Max. D.C Resistance
of conductor at 20°C 

Current rating
at 35°C in

conduit

2  x  0.4 rm
2  x  0.65 rm
2  x  1.2 rm

47.33
28.79
16.56

2
5

11

3
6

13

core  x  mm2 ohm/km amps amps amps amps

In
conduit

1 core 2 core

In air In
conduit In air

Flexible-FR Skin Coated

Nominal
Cross

Sectional
area

Max. D.C
resistance of
conductor at

20°C

Current rating at 350C

0.4 rm
0.5 rm
0.65 rm
0.75 rm
1.0 rm
1.2 rm
1.5 rm
2.0 rm
2.5 rm
3.0 rm
4.0 rm
6.0 rm
10 rm

47.33
39.0

28.79
26.0
19.5
16.6
13.3
9.5

7.98
6.0

4.95
3.3

1.91

2
3
5
6
9

11
13
16
20
22
32
41
57

3
4
6
7

10
13
15
18
22
24
39
50
67

2
3
6
7

10
13
15
18
20
24
25

3
4
7
8

11
15
17
20
22
26
27

core  x  mm2 ohm/km amps amps amps amps

In
conduit

3 core 4 core

In air In
conduit In air

Flexible-FR Skin Coated

Nominal
Cross

Sectional
area

Max. D.C
resistance of
conductor at

20°C

Current rating at 35°C

0.4 rm
0.5 rm
0.65 rm
0.75 rm
1.0 rm
1.2 rm
1.5 rm
2.0 rm
2.5 rm
3.0 rm
4.0 rm

47.3
39.0
28.8
26.0
19.5

16.56
13.3
9.46
8.0

6.01
5.0

2
3
6
7

10
13
15
18
20
24
25

3
4
7
8

11
15
17
20
22
26
27

2
3
6
7

10
13
15
18
20
24
25

3
4
7
8

11
15
17
20
22
26
27
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ELCO WIRES AND CABLES plant consists of ultra-modern 
facilities and high-tech machinery. The whole 
manufacturing set up is sourced out from the world 
renowned Machinery and Technology suppliers with 
constant upgradation and expansions.

Our Drawing and Twisting lines are from NIEHOFF, one of 
the world’s leading supplier of wire drawing and bunching 
machine with German technology. The electronic control 
system allows drawing and annealing with minimized slip, 
resulting in high quality wire surfaces and maximum energy 
savings.

Our all Extrusion Lines are from SUPERMAC Industries 
(India) Limited, the world class extrusion systems, which is 
a technological leader in manufacturing of Extrusion lines 
with SIKORA technology. 

The automatic coiling and wrapping machine is able to 
count the length of cable, automatic cutting, coil making 
and wrapping with film using the latest technology and 
design criteria. The machine is designed with an emphasis 
of functionality, reliability, and ease of operation which 
produces wire coil with smooth surface.

The entire production Line consists of State-of-the-Art 
Technology giving Customers the edge of high quality 
products with incorporation of the wide range of products.

ELCO Cables products are manufactured to international standards, tested 
and certified by prestigious institutions such as: BUET, BSTI, DUET & CPRI. 
ELCO Cables sources its raw materials from reputed suppliers from all over the 
world. The laboratory is equipped with most modern and advanced facilities 
for complete testing of its products for both incoming raw materials as well as 
finished goods as per International Standards.
ELCO Cables operates with a clearly defined and documented Quality Control 
Systems in compliance with the guidelines of ISO9001:2015 for all its activities 
right from the selection of raw material suppliers, schedule planning, 
production, testing and to the delivery of cables, with a policy aiming for total 
customer satisfaction.



Bogura Sales Center
Contact Number: 01313210934

Chittagong Sales Center
Contact Number: 01313210921

Chowmuhoni Sales Center
Contact Number: 01313210918

Cumilla Sales Center
Contact Number: 01324254121

Gazipur Sales Center
Contact Number: 01313210916

Jashore Sales Center
Contact Number: 01313210923

Khulna Sales Center
Contact Number: 01313210915

Mirpur Sales Center
Contact Number: 01324254123

Shatkhira  Sales Center
Contact Number: 01313210915

Mymenshing Sales Center
Contact Number: 01313210917

Nawabpur Sales Center
Contact Number: 01313210992

Rajshahi Sales Center 
Contact Number: 01324254129

Rangpur Sales Center
Contact Number: 01313210899

Sylhet Sales Center
Contact Number: 01324254140

Tangail Sales Center
Contact Number: 01324254126

Uttara Sales Center
Contact Number: 01324254127
                                  01313210916

Barishal Sales Center
Contact Number: 01313-210932

Existing Sales Center

Bhairab Sales Center
Contact Number: 01324-254144

Cox's Bazar Sales Center
Contact Number: 01313-210950

Dinajpur Sales Center
Contact Number: 01313-210899

Faridpur sales Center
Contact Number: 01313-210913

Jamalpur Sales Center
Contact Number: 01324-254122

Mohammadpur Sales Center
Contact Number: 01313-210924

Moulvibazar Sales Center 
Contact Number: 01324-254140

Narayangonj Sales Center
Contact Number: 01313-210910

Savar Sales Center
Contact Number: 01324-254123

Sirajgonj Sales Center 
Contact Number: 01313-210934

Upcoming Sales Center

Elco Cables Countrywide Sales Centers

ELCO WIRES AND CABLES LIMITED
Head Office: Islam Tower (4th Floor)
102, Shukrabad, Mirpur Road, Dhaka  - 1207

Factory:
Shailat, Sreepur, Gazipur

Phone: +8802222248708
E-mail: info@elcocables.com


